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CLEANCOAT TC-131L is c
of printed circuit boards in th
 
1. Features 
 
1) TC-131L does not contai
 
2) TC-131L’s coating on th

penetrating to the parts si
 
3) The coating is so thin 

resistance, heat resistance
 
4) TC-131L can be dried ea
 
 
2. Properties 
 
Characteristics of TC-131L a
 

Items 

Appearance 

Specific gravity 

Effect on copper plate 
Electric insulation 

resistance 
Flash point  
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oating agent developed to prevent the flux from penetrating to the rear side 
e soldering process. 

n any CFCs. 

e electronic parts side of a printed circuit board prevents the flux from 
de at soldering. 

and is excellent for insulation resistance, corrosive resistance, humidity 
 and chemical resistance. 

sily at room temperature. 

re shown in Table 1.  

Table 1.  Characteristics of TC-131L 

Characteristics Test methods 

Colorless transparent Liquid Visual 

0.687 ± 0.010 JIS Z 3197(1999) 8.2.2 

Passed JIS Z 3197(1999) 8.4.1 

1×1012Ω and over JIS Z 3197(1986) 6.8 

-4℃ Tag closed cup 
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3. Usage 
 
1) Be sure to clean up the surface of printed circuit boards. If oil, moisture and/or other dirt stick onto 

the surface to be coated, uniform coating cannot be ensured. 
2) TC-131L can be easily coated by dipping, brushing or spraying method. 
3) Dry it up in room temperature after coating. 
 
4. Precautions on use 
 
1) As TC-131L contains hydrocarbonated solvent, check the solvent resistance of plastic electronic 

parts before use of TC-131L. 
2) Store TC-131L in room temperature and away from the sun, and seal the container tightly when in 

no use. 
3) Use TC-131L at the well-ventilated place without inhaling its vapor. Avoid coating it to the skin and 

eyes. 
4) Adhesives or coating resins cannot be adhered to the TC-131L’s coating. 
5) Be careful not to mix it with protective coating, solder resists or marking inks. 
6) Operator a check easily if TC-131L is coated or not on the surface by writing character on it by 

thick brush with water paint. Character cannot be written onto the TC-131L coated surface. 
7) TC-131L is flammable, therefore be careful of heat or flame at the workshop. 
 
5. Emergency first aid procedures 
 
1) Eye contact: Immediately flush eyes with plenty of water for approx. 15 minutes, and seek medical 

assistance for further treatment. 
2) Skin contact: Immediately wash contaminated skin with soap and water, and if necessary seek 

medical assistance. 
3) Inhalation :  Remove the person from contaminated area to fresh air area, and if necessary seek 

medical assistance. 
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