
 

 

 

Water-soluble type Flux  
SOLDERITE EXKW-007 

 
 SOLDERITE EXKW-007 is a water-soluble type flux, developed for the soldering of 
lead wire and case in electronic parts. 
 
1. Features  

(1)  The tone of color is achromatic. 
(2) The residue after soldering is no corrosion､as no activity by heat in soldering. 
(3) The residue after soldering has an excellent washability by alcohol or water. 
(4) As the flux is water-based, it has no flammability and is easy to handle. 

 
2. Characteristics 
 
 Characteristics of SOLDERITE EXKW-007 are shown in Table 1.  
 

Table 1.  Characteristics of SOLDERITE EXKW-007 

Items Characteristics Test methods 

Appearance Colorless and transparent liquid Visual 

Specific gravity 1.01 JIS Z 3197(1986) 6.4  

Chlorine content（%） 0.0 JIS Z 3197(1986) 6.5 

Spreading factor （%） 85  JIS Z 3197(1986) 6.10 

Copper plate corrosion Passing JIS Z 3197(1986) 6.6.1 
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3. Precautions 
(1)  Remove stains, organic and otherwise, from the surface to be soldered in advance. 

(For example, remove lacquer paint and large amount of oil and grease and resins by 
using organic solvent). 

(2)  Use the flux in undiluted solution. 
(3) For the container to put in the flux, use those clean and made of plastics like 

polyethylene. Never mix with other type of flux. 
(4) As regards the timing of flux replacement, no sweeping stateme

related to the frequency of soldering performed. Generally
replace the flux at the rate of once in every two weeks by tak
the mixing of foreign substances into the flux and the decline in

(5) Apply the flux by means of dip or brushing. 
(6) After application of the flux, give preliminary heating by pre-he
(7) Physiological interaction varies by individuals. As a prudent pol

 should be exercised not to inhale gas of fume of solvent emitted
not to have your skin exposed (especially mucous membrane an
vulnerable to stimuli) for a long time. 

 
 
 

*The physical chemistry-character among written contents etc. is n
The evaluation of danger and noxiousness is based and makes mate
the data, etc. which can be acquired now. However, it is not bec
covered and note handling enough, please. As for notes, it is the o
handling. Special handling is not assumed. Please observe the restric
regulations, and use after executing suitable safety measures for the 
in your company, it is related with process conditions or reliabili
sufficient examination surely performed. 
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